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MODIFICATION : 20,30/20,15 => 20,26/20,17
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TECHNICAL DATA SHEET

Issue Revisions

ZUNIGA
PEN:

DUPUIS

Feb. 28, 12

FOR RG58, KX15 AND RG141 CABLES 1/1
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620020EN

Nov. 15, 96

Series

NSX

APPR.:
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MACARI

June. 17, 1982
Valgresy

4
1
1
2
_
9
3
1
1

Th
is

 i
n

fo
rm

a
ti
o

n
 i
s 

g
iv

e
n

 a
s 

a
n

 i
n

d
ic

a
ti
o

n
.I
n

 t
h

e
 c

o
n

ti
n

u
a

l 
g

o
a

l 
to

 i
m

p
ro

v
e

 o
u

r 
p

ro
d

u
c

ts
,w

e
 r

e
se

rv
e

 t
h

e
 r

ig
h

t 
to

 m
a

k
e

 a
n

y
 m

o
d

if
ic

a
ti
o

n
s 

ju
d

g
e

d
 n

e
c

e
ss

a
ry

.

CARTESSE

.

Name

.

NOV. 25, 2013

DIMENSIONS : mm (inch are given for information only)

RADIALL PROPRIETARY INFORMATION

Estimated weight : 4.1 g

620020

SIZE 5 COAXIAL SOCKET CONTACT

Mounting instruction separated Moutault Dupuis
TDS updated : redraw on SdW, VSWR changed and 

NOV. 25, 13

R
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620020

0.798
20.17 0.794
20.26  

0.66316.85
16.65 0.656  

0.2546.45
5.70 0.224  

0.2175.50
5.60 0.220

0.2526.40
6.30 0.248

0.1854.70
4.80 0.189

0.0872.20
1.65 0.065  

0.2726.92
7.00 0.276

0.0411.04
0.99 0.039

0.0451.14
1.04 0.041

9.30
8.70

0.366
0.343  

MATERIAL AND FINISH :

- OUTER CONTACT BODY : BERYLLIUM COPPER PER ASTM-B-196
- INSULATOR : PTFE PER ASTM-D-1710 OR EQUIVALENT
- FERRULE: BRASS PER ASTM B 453/B453 M
- CENTER CONTACT : BRASS PER ASTM B 453/B453 M

FINISH :

- OUTER CONTACT BODY, CENTER CONTACT AND FERRULE:
  PLATING .00005 INCH OF GOLD PER MIL-G-45204 TYPE I OR II GRADE C OR D CLASS 1
  OVER NICKEL QQ-N-290

ELECTRICAL CARACTERISTICS :

- TEMPERATURE RANGE : -65°C TO +165°C
- IMPEDANCE                     : 50 OHMS nominal
- RATED VOLTAGE            : 325V RMS AT SEA LEVEL
- FREQUENCY RANGE      : 0-1700 MHz
- VSWR                                : for       0-1500 MHz : 1-30:1 
                                               for 1500-1700 MHz : 1-50:1
- DWV                                  : 750V RMS AT SEA LEVEL

NOTES:
- WIRING INSTRUCTIONS : MI CT 01 00039


